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(c) Equivalent P2O5 stored means the
quantity of phosphorus, expressed as
phosphorus pentoxide, being cured or
stored in the affected facility.

(d) Fresh granular triple superphos-
phate means granular triple superphos-
phate produced within the preceding 72
hours.

[40 FR 33156, Aug. 6, 1975, as amended at 62
FR 18280, Apr. 15, 1997]

§ 60.242 Standard for fluorides.

(a) On and after the date on which
the performance test required to be
conducted by § 60.8 is completed, no
owner or operator subject to the provi-
sions of this subpart shall cause to be
discharged into the atmosphere from
any affected facility any gases which
contain total fluorides in excess of 0.25
g/hr/metric ton of equivalent P2O5

stored (5.0 × 10¥4 lb/hr/ton of equivalent
P2O5 stored).

(b) No owner or operator subject to
the provisions of this subpart shall ship
fresh granular triple superphosphate
from an affected facility.

[40 FR 33156, Aug. 6, 1975, as amended at 62
FR 18280, Apr. 15, 1997]

§ 60.243 Monitoring of operations.

(a) The owner or operator of any
granular triple superphosphate storage
facility subject to the provisions of
this subpart shall maintain an accu-
rate account of triple superphosphate
in storage to permit the determination
of the amount of equivalent P2O5

stored.
(b) The owner or operator of any

granular triple superphosphate storage
facility subject to the provisions of
this subpart shall maintain a daily
record of total equivalent P2O5 stored
by multiplying the percentage P2O5

content, as determined by § 60.244(c)(3),
times the total mass of granular triple
superphosphate stored.

(c) The owner or operator of any
granular triple superphosphate storage
facility subject to the provisions of
this subpart shall install, calibrate,
maintain, and operate a monitoring de-
vice which continuously measures and
permanently records the total pressure
drop across any process scrubbing sys-
tem. The monitoring device shall have

an accuracy of ± 5 percent over its op-
erating range.

(d) The owner or operator of any
granular triple superphosphate storage
facility subject to the provisions of
this subpart shall develop for approval
by the Administrator a site-specific
methodology including sufficient rec-
ordkeeping for the purposes of dem-
onstrating compliance with § 60.242 (b).

[40 FR 33156, Aug. 6, 1975, as amended at 54
FR 6671, Feb. 14, 1989; 62 FR 18280, Apr. 15,
1997]

§ 60.244 Test methods and procedures.
(a) The owner or operator shall con-

duct performance tests required in
§ 60.8 only when the following quan-
tities of product are being cured or
stored in the facility.

(1) Total granular triple superphos-
phate is at least 10 percent of the build-
ing capacity, and

(2) Fresh granular triple superphos-
phate is at least 6 percent of the total
amount of triple superphosphate, or

(3) If the provision in paragraph (a)(2)
of this section exceeds production ca-
pabilities for fresh granular triple
superphosphate, fresh granular triple
superphosphate is equal to at least 5
days maximum production.

(b) In conducting the performance
tests required in § 60.8, the owner or op-
erator shall use as reference methods
and procedures the test methods in ap-
pendix A of this part or other methods
and procedures as specified in this sec-
tion, except as provided in § 60.8(b).

(c) The owner or operator shall deter-
mine compliance with the total
fluorides standard in § 60.242 as follows:

(1) The emission rate (E) of total
fluorides shall be computed for each
run using the following equation:
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where:
E=emission rate of total fluorides, g/hr/met-

ric ton (lb/hr/ton) of equivalent P2O5

stored.
Csi=concentration of total fluorides from

emission point ‘‘i,’’ mg/dscm (mg/dscf).
Qsdi=volumetric flow rate of effluent gas from

emission point ‘‘i,’’ dscm/hr (dscf/hr).
N=number of emission points in the affected

facility.
P=equivalent P2O5 stored, metric tons (tons).
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